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INTRODUCTION

1. Pencil 

2. Keyhole or drywall saw  

3. Measuring tape 

4. Screwdriver 

5. Speaker wire 

6. Wire stripper 

TOOLS/ITEM NEEDED

SPEAKER PLACEMENT    DOLBY ATMOS / DTS�Ĵ     
ITZA speakers can be uses surround speakers or 

satellite speakers. When installing the speakers 

in the ceiling, locate the speaker from3 to 6  

feet behind the listening position and space the  

speaker from 6 to 10 feet apart. 

Wire stripper The speaker should be  

separated approximately 6 to 10 feet apart. 

If possible, the left and right speakers should 

be located the same distance from the  

listening position. 

Thank you for purchasing ITZA product.
We take pride in providing you with a high
quality product. Our product will provide you with years of entertainment pleasure.
This instruc�on booklet covers the necessary informa�on for a
smooth installa�on of your Director-
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Thank you for purchasing ITZA product.
We take pride in providing you with a high quality product. 
Our product will provide you with years of entertainment pleasure.
This instruc�on booklet covers the necessary informa�on for a
smooth installa�on of your director-

1. Pencil
2. Keyhole or drywall saw 
3. Measuring tape
4. Screwdriver
5. Speaker wire
6. Wire stripper

SPEAKER PLACEMENT   DOLBY ATMOS / DTS：X   
Wire stripper the speaker should be
 separated approximately 6 to 10 feet apart. 
If possible, the le� and right speakers should 
be located the same distance from the
 listening posi�on.

Tools/Item Needed

Speaker  Placement

ITZA speakers can be used as surround speakers 
or satellite speakers. When installing the
speakers in the ceiling, locate the speaker from
3 to 6 feet behind the listening posi�on and 
space the speaker from 6 to 10 feet apart.
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1 2Draw  around  template  and  mark
lines  if  necessary

Cut  around  marked  line

3 Connect  speaker  cables 4 Guide  speaker  into  cut  out

5 Tighten  4  ear  lock  screws 6
Fit  grilles  over  the  speaker.
The  grille  uses  magnets  to  be  held 
in  place
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HF  BOOSTER

HF BOOSTER:When a room has a lot of hard surfaces like bare wall and hard
wood floors,the treble will reflect off of these surfaces and increase.In these
situations,it may be a good idea to turn the treble down.Alternately,in rooms
with carpet and things like curtains,the treble is o�en absorbed.If this is the   
case,it would probably be best to turn up the treble. 

High Frequency Booster
When a room has a lot of hard surfaces like bare 
wall and hard wood floors,  the HF Booster will
reflect off of these surfaces and increase. In these
situa�ons, it may be a good idea to turn the HF
Booster down. Alternately,  in rooms with carpet 
and things like curtains, the HF Booster is o�en
absorbed. If this is the case, it would probably be
best to turn up the HF Booster. 
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